235°-10"" End to end parapet
Parapet joint 2 Spaces @ *18°-10%" = 37'-83%" 8-4" 8-4" 3 Spaces @ *17'-10%"" = 53’-8” 9-11"
spacing Aluminum sheeted joints ~—_Symmetric about the € of Bridge
¢ Pier 18 3 in base of parapet ~— ¢ Pier 2
- 144 - l - -
258-#5 d(E) bars at 11’ cts. 7-#4 o(F) bars. See ; #43 ezf(E) [:;7/’5 ; #45 ezf(E) [;grs 7-#4 e,(F) bars. Ses ; #43 637{5) ?grs
Section thru Parapet ee oecrion Thru ee secrion fhru Section thru Parapet ee Secrion Thru
Parapet Parapet Parapet
[ [ L 1 L L L L
S 1-#8 e1(E) bar 1-#8 eo(E) bar
N Front Face Front Face
< / \ /
NS } }
m1 \—1- #8 es(E) bar, Front Face \ #4 er(E) / \—1 x 2-#8 eg(E) bar, Fron! Face \ _#4 o3(E)
1-#4 e4(E) bar, Back Face 1 e2(E) bar 1 x 2-#4 es(E) bar, Back Face 1 es(E) bar
Back Face Back Face
46-0% " 7111
(Span 1 & 4) (Span 2 & 3)
1-27 57
\ INSIDE ELEVATION OF PARAPET
i: 9/2// . 2/2//
‘ ‘ WINIMUM BAR LAP l‘iﬂ SUPERSTRUCTURE
|_ss
| (Parapet) -2 BILL OF MATERIAL
d(E) #4 bar = 2°-0” : < -
E #8 bg//j - 5o Non- staining gray one component non-sag elastomeric e = > Baor | No. | Size | length | Shape
53 L 1" cl 3 gun grade polyurethane sealant meeting the requirements - alE) 598 #5 18-4"
N min., 1YP- ? Nk of ASTM C-920, Type S, Grade NS, Class 25, use T N b a;(E) | 598 #5 15-8" | —
N elE) thru | | ‘ ARSI . with a 5 backer rod. [‘*: 02E) | 314 | #6 | 667 | ——
N es(t) es(E) thru &Jé _ \ \Nl SR ‘ 30" as(E) 4 #5 676" | ——
= | 4 eo(E) %" ¢ Backer Rod ~["\\\ /] \"[ ;"L ‘ a4(F) 4 #5 19-6" | ——
) — Tl y * BAR s(E) ag(E) 32 | #5 1-6”7 | ——
: 3, Notch f\ A oE) or ai€) 7] s @ f
AN " Notc i S az(E) 1 N > b(E) | 342 | #5 | 285" | ——
e2(E) thru es(E) A [ — 15,7 ] A bi(E) 70 #6 33-7" | ——
. |TA — T z > < la 8 ° " Preformed Self-Expanding Cork Joint Filler 5 ! = 157
N di(E)— | proa—aie— ] 2 w8 & — according to Article 105107 of the Std. Spec. . T : beB) | 35 | #6 bl ——
o I . 37 < v — Cost included with Concrete Superstructure. 5 © I ! b3(E) | 310 | #5 | 25710
=177 k 3 | 5 & a dE) 516 | #5 | 5-7” N
. 50 o \‘\’}\' T 1 i a(/@) or ai(E) Const. Jt. 3 | Const. Jts. at Piers and abutments ‘ 4 d(E) | 56 #5 g4 N
R nofch S i Varies: 4" min., 37" max. (Optional) S 7 Aluminum sheet ASTM B 209 o
ull length L. ¥ { alloy 3003-HI4 coated to minimize 3 e(E) 56 #4 8-67 | ——
274 Const. Jt reaction with wet concrete. Cost N e1(E) 54 #4 ST A p—
(Mandatory) included with Concrete Superstructure 2 E) 57 w4 50" —
% es(E) 32 #4 9-7" | ——
i PARAPET JOINT DETAILS eaE) | 4 Fo7a T b7 R—
es(E) 8 #4 27-8" | ——
es(E) 4 #8 37-4" | ——
. 2-6" ez(E) 8 #8 8-0" | ——
- LILIYLA A es(E) 8 #8 29-3" | ——
@[; BAR si(E) es(E) | 4 #8 | 977 | ——
37 m(E) 16 #6 6-107 | ——
2 — mi(E) 16 #6 19-8" | ——
mz(E) 8 #6 g-2" | ——
SECTION THRU PARAPET g ms(E) | 12 | #6 | 8107 ——
J m4(E) 16 #6 5-8" | ——
- ms(E) 8 #6 3-5" | ——
77" me(E) 4 #6 4-1” —
m7(E) 4 #6 7-2" —
-7 2-#5 aqo(E) bars at 4" cts. 9” S(E) 62 | #5 | 7-0” ]
(1’-6" long) tied to bottom of I S1(E) 62 #4 9-4" U
top reinforcement mat. typ. BAR U(E)
N u(E) 74 #5 2'-9” U
3 1-11”
v v(E) 70 #5 3-9” r
~ Reinforcement Bars,
Epoxy Coated Pound | 62,640
Concrete
\9 Superstructure Cu. vds. | 309.2
K Bridge Deck Grooving | Sq. Yd. 768
PLAN AT DRA]NAGE SCUPPERS - Protective Coat Sq. Yd. 1036
Note: Bars indicated thus 32 x 9-#5 efc. indicates
Cut longitudinal reinforcement to r 32 lines of bars with 9 lengths per line.
clear drainage scuppers.
See sheet 1 of 24 for scupper BAR d(E) BAR—dI(E) BAR—V(E)
spacing.
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